
Release Notes For DXD-8

Oct 2021


DXD-8 - FirmwareVersion 2.15


We are pleased to announce the release of firmware version 2.15 bringing the following to the DXD-8:


New functions:

• Support for AVB 2011 & 2020 (requires AVB option, purchased separately)

• Support for PTP v2.1

• Support for Layer 2 PTP (v2.0 & 2.1)

• New system LOCATION (Menu 10.7 and UNIT INFO status)

• New Status pages (see below)

• DHCP Acquisition Process can be restarted from the front panel without rebooting the unit 

• A minor Time Jam problem was fixed

• When connecting a GPS antenna through a splitter box blocking DC, the GPS receiver no longer 

interprets that as a disconnected antenna and therefore proceeds normally.


Menus changes:

• Port Controls Menu (5.3): PTP Version and Profile have now been placed in 2 separate fields. 

Choices for PTP Versions are (* requires a Feature Key):

- PTP Version 1*

- PTP 2.0

- PTP 2.1

- PTP (Layer 2) 2.0

- PTP (Layer 2) 2.1

- AVB 2011*

- AVB 2020*


• Menu 10.7 (Utility): Location


New Status Pages:

• Grandmaster ID: includes Primary Clocks, Grandmaster credentials and Path Trace information

• PTP Port Status: port info + message counters (Announce, Sync, Delay Request & Response, 

PDelay Request & Response) + Mean Path Delay

• WC Out Termination: displays a measurement in ohms for each BNC output set to Word Clock.


(See next pages for details on previous releases)


Please refer to the new DXD-8 manual for complete descriptions and instructions.


For more information, contact: 	 plus24

	 8974 Kramerwood Place - Los Angeles CA 90034 - USA

	 Tel: +1 323/845-1171

	 Web: www.plus24.net - Email: info@plus24.net 

IMPORTANT NOTE

Updating from a version earlier than 2.00 must be done via the UPLOADER MODE


(reboot unit while holding the [DOWN] and the [SET UP] keys).

BRAINSTORM ELECTRONICS INC.
Sync Solutions for Recording, Post, Broadcast and Live applications

Release Notes for DXD-16
February 2019

DXD-16 - Firmware version 1.06

We are pleased to announce the release of the DXD-16 along with firmware version 1.06

The DXD-16 is a precision multiformat reference generator. It can generate a whole range of references either 
locked to it’s internal crystal or to a large selection of external references. The 16 universal outputs can be 
configured for any of the supported formats: WC, Vid Sync, AES or 10 MHz, making the DXD-16 extremely 
versatile.

A future firmware update will bring PTP to the DXD-16. With this powerful feature, the DXD-16 will fit in a 
hybrid system either as a Grandmaster or as a PTP slave. PTP will be available in April 2019

Be sure to register your units at www.brainstormtime.com. This will give you access to the ‘DOWNLOAD’ 
SDJH�IRU�IXWXUH�ÀUPZDUH�XSGDWHV�

FEATURES TO BE IMPLEMENTED IN UPCOMING UPDATES.

�� 5HPRWH�FRQWURO��WKH�(WKHUQHW�SRUW�LV�FXUUHQWO\�XVHG�IRU�XSGDWLQJ�WKH�';'����ILUPZDUH�RQO\��VHH�8VHU·V�
0DQXDO�SDJH���������8SFRPLQJ�UHYLVLRQV�ZLOO�DGG�IXQFWLRQV�WR�WKH�ZHE�SDJH�VXFK�DV�PRQLWRULQJ�WKH�';'����
or changing its parameters from any computer on the network.

�� $QDO\]HU
�� *36�RSWLRQ�FDUG�VXSSRUW
�� '%����FRQQHFWRU�VXSSRUW
�� 373

8SGDWHV�DUH�DYDLODEOH�IUHH�RI�FKDUJH�WR�DOO�UHJLVWHUHG�XVHUV�

NEW In Version 1.06

�� 3UHVHWV��QHZ�PHQX����VHH�RZQHU·V�PDQXDO�SDJH����

�� )URQW�3DQHO�/RFNRXW��QHZ�PHQX������VHH�RZQHU·V�PDQXDO�SDJH����

�� $ODUP�2XW��,Q�WKLV�ILUPZDUH��SLQ���RI�WKH����SLQ�'�FRQQHFWRU�LV�HQDEOHG��VHH�RZQHU·V�PDQXDO�SDJHV����	������
1RWH�WKDW�WKLV�SLQ�DVVLJQPHQW�LV�WHPSRUDU\��)XWXUH�ILUPZDUH�XSGDWHV�ZLOO�LPSOHPHQW�WKH�IXOO�'%����FRQQHFWRU�
and revert to the pin assignment described in Appendix E of the owner’s manual.

For more information, contact: plus24
�����.UDPHUZRRG�3ODFH�����/RV�$QJHOHV��&$�����������86$
7HO�����������������
)D[�����������������
:HE��ZZZ�SOXV���QHW���(PDLO��LQIR#SOXV���QHW



Release Notes For DXD-8

April 2021


DXD-8 - FirmwareVersion 2.14


We are please to announce the release of firmware version 2.14 bringing the following to the DXD-8.


New functions included:


• Support for PTPv1 (PTP option purchased separately). PTP v1 is selected as a PTP Profile


• Add system NAME (Menu and UNIT INFO status)


• Use higher priority DSCP values (original PTP: 46 and 0; new: 56 and 46)


• New LOCK statuses: PTP SYNC 0,1,2,3 (Main Rotation bottom line)


• Add Network Filtering to eliminate receipt of unwanted messages and reduce CPU loading


• Buffer and queue sizes in DRAM, used by software for network message reception, have been 
increased substantially.


Menus changes:


• Menu 5.3 (Port Controls): PTP v1 (Profile & Version)

• Menu 10.6 (Utility): Name

• Menu 4.2.1: Advanced Networking: Internal VLAN ID’s

• Menu 4.2.2: Advanced Networking: DSCP Transmit Values


(See next pages for details on previous releases)


Please refer to the new DXD-8 manual for complete descriptions and instructions.


For more information, contact: 	 plus24

	 8974 Kramerwood Place - Los Angeles CA 90034 - USA

	 Tel: +1 323/845-1171

	 Web: www.plus24.net - Email: info@plus24.net 

IMPORTANT NOTE

Updating from a version earlier than 2.00 must be done via the UPLOADER MODE


(reboot unit while holding the [DOWN] and the [SET UP] keys).

BRAINSTORM ELECTRONICS INC.
Sync Solutions for Recording, Post, Broadcast and Live applications

Release Notes for DXD-16
February 2019

DXD-16 - Firmware version 1.06

We are pleased to announce the release of the DXD-16 along with firmware version 1.06

The DXD-16 is a precision multiformat reference generator. It can generate a whole range of references either 
locked to it’s internal crystal or to a large selection of external references. The 16 universal outputs can be 
configured for any of the supported formats: WC, Vid Sync, AES or 10 MHz, making the DXD-16 extremely 
versatile.

A future firmware update will bring PTP to the DXD-16. With this powerful feature, the DXD-16 will fit in a 
hybrid system either as a Grandmaster or as a PTP slave. PTP will be available in April 2019

Be sure to register your units at www.brainstormtime.com. This will give you access to the ‘DOWNLOAD’ 
SDJH�IRU�IXWXUH�ÀUPZDUH�XSGDWHV�

FEATURES TO BE IMPLEMENTED IN UPCOMING UPDATES.

�� 5HPRWH�FRQWURO��WKH�(WKHUQHW�SRUW�LV�FXUUHQWO\�XVHG�IRU�XSGDWLQJ�WKH�';'����ILUPZDUH�RQO\��VHH�8VHU·V�
0DQXDO�SDJH���������8SFRPLQJ�UHYLVLRQV�ZLOO�DGG�IXQFWLRQV�WR�WKH�ZHE�SDJH�VXFK�DV�PRQLWRULQJ�WKH�';'����
or changing its parameters from any computer on the network.

�� $QDO\]HU
�� *36�RSWLRQ�FDUG�VXSSRUW
�� '%����FRQQHFWRU�VXSSRUW
�� 373

8SGDWHV�DUH�DYDLODEOH�IUHH�RI�FKDUJH�WR�DOO�UHJLVWHUHG�XVHUV�

NEW In Version 1.06

�� 3UHVHWV��QHZ�PHQX����VHH�RZQHU·V�PDQXDO�SDJH����

�� )URQW�3DQHO�/RFNRXW��QHZ�PHQX������VHH�RZQHU·V�PDQXDO�SDJH����

�� $ODUP�2XW��,Q�WKLV�ILUPZDUH��SLQ���RI�WKH����SLQ�'�FRQQHFWRU�LV�HQDEOHG��VHH�RZQHU·V�PDQXDO�SDJHV����	������
1RWH�WKDW�WKLV�SLQ�DVVLJQPHQW�LV�WHPSRUDU\��)XWXUH�ILUPZDUH�XSGDWHV�ZLOO�LPSOHPHQW�WKH�IXOO�'%����FRQQHFWRU�
and revert to the pin assignment described in Appendix E of the owner’s manual.

For more information, contact: plus24
�����.UDPHUZRRG�3ODFH�����/RV�$QJHOHV��&$�����������86$
7HO�����������������
)D[�����������������
:HE��ZZZ�SOXV���QHW���(PDLO��LQIR#SOXV���QHW



Release Notes For DXD-8

January 2021


DXD-8 - FirmwareVersion 2.10


We are please to announce the release of firmware version 2.10 bringing the following to the DXD-8.


New function included:


• Supports the DXD/LTC optional firmware. It can generate 2 separate streams of time code 
simultaneously at different formats. Each stream can be set as a Time-Of-Day time code generator 
or as a Run/Stop/Cue generator locked to the selected reference.


• BNC Outputs delay/advance adjustment. Available for WC, AES and Video Sync.


• TIME JAM mode, allows the DXD-8 to jam time information from an external source such as 
PTP or GPS (optional) when using a reference without time such as video sync, AES or word clock 
(see ch. 8.2 in manual).


Menus changes:


• Menu 1.2: Sync Parameters (Time Jam)

• Menus 3.1-3.6: BNC Outputs (supports Time Code and includes delay/advance adjustments)

• Menu 5.1: PTP Port Modes (Time Jam)

• Menu 5.X.4: PTP Port - Time Jam domain (Time Jam)

• Menu 7.3: Time & Date Display (supports TC Gen)

• Menu 8.1: SMPTE 2059 Set Up (Time Code)

• Menu 8.2: TC Generator 1 (Time Code)

• Menu 8.3: TC Generator 2 (Time Code)

• Menus 9.1-9.2: GPIO (Time Code)


Display pages changes:


• PTP PORTS - Main rotation: includes Time Jam modes and states

• TIME & DATE - Main rotation: can display both TC Generators outputs and commands

• OUTPUTS - Main Rotation: indicates a phase adjustment was applied

• TIMES - Status mode: includes TOD/GM Offset. Also includes TCG 1 & 2, Previous & Next 

Daily Jam


Please refer to the new DXD-8 and the DXD/LTC manuals for complete descriptions and instructions.


For more information, contact: 	 plus24

	 8974 Kramerwood Place - Los Angeles CA 90034 - USA

	 Tel: +1 323/845-1171

	 Web: www.plus24.net - Email: info@plus24.net 

IMPORTANT NOTE

Updating from a version earlier than 2.00 must be done via the UPLOADER MODE


(reboot unit while holding the [DOWN] and the [SET UP] keys).

BRAINSTORM ELECTRONICS INC.
Sync Solutions for Recording, Post, Broadcast and Live applications

Release Notes for DXD-16
February 2019

DXD-16 - Firmware version 1.06

We are pleased to announce the release of the DXD-16 along with firmware version 1.06

The DXD-16 is a precision multiformat reference generator. It can generate a whole range of references either 
locked to it’s internal crystal or to a large selection of external references. The 16 universal outputs can be 
configured for any of the supported formats: WC, Vid Sync, AES or 10 MHz, making the DXD-16 extremely 
versatile.

A future firmware update will bring PTP to the DXD-16. With this powerful feature, the DXD-16 will fit in a 
hybrid system either as a Grandmaster or as a PTP slave. PTP will be available in April 2019

Be sure to register your units at www.brainstormtime.com. This will give you access to the ‘DOWNLOAD’ 
SDJH�IRU�IXWXUH�ÀUPZDUH�XSGDWHV�

FEATURES TO BE IMPLEMENTED IN UPCOMING UPDATES.

�� 5HPRWH�FRQWURO��WKH�(WKHUQHW�SRUW�LV�FXUUHQWO\�XVHG�IRU�XSGDWLQJ�WKH�';'����ILUPZDUH�RQO\��VHH�8VHU·V�
0DQXDO�SDJH���������8SFRPLQJ�UHYLVLRQV�ZLOO�DGG�IXQFWLRQV�WR�WKH�ZHE�SDJH�VXFK�DV�PRQLWRULQJ�WKH�';'����
or changing its parameters from any computer on the network.

�� $QDO\]HU
�� *36�RSWLRQ�FDUG�VXSSRUW
�� '%����FRQQHFWRU�VXSSRUW
�� 373

8SGDWHV�DUH�DYDLODEOH�IUHH�RI�FKDUJH�WR�DOO�UHJLVWHUHG�XVHUV�

NEW In Version 1.06

�� 3UHVHWV��QHZ�PHQX����VHH�RZQHU·V�PDQXDO�SDJH����

�� )URQW�3DQHO�/RFNRXW��QHZ�PHQX������VHH�RZQHU·V�PDQXDO�SDJH����

�� $ODUP�2XW��,Q�WKLV�ILUPZDUH��SLQ���RI�WKH����SLQ�'�FRQQHFWRU�LV�HQDEOHG��VHH�RZQHU·V�PDQXDO�SDJHV����	������
1RWH�WKDW�WKLV�SLQ�DVVLJQPHQW�LV�WHPSRUDU\��)XWXUH�ILUPZDUH�XSGDWHV�ZLOO�LPSOHPHQW�WKH�IXOO�'%����FRQQHFWRU�
and revert to the pin assignment described in Appendix E of the owner’s manual.

For more information, contact: plus24
�����.UDPHUZRRG�3ODFH�����/RV�$QJHOHV��&$�����������86$
7HO�����������������
)D[�����������������
:HE��ZZZ�SOXV���QHW���(PDLO��LQIR#SOXV���QHW



Release Notes For DXD-8

December 2020


DXD-8 - FirmwareVersion 2.00


We are please to announce the release of firmware version 2.00, a major update bringing new 
functions to the DXD-8, including support for the PTP and the GPS receiver options.


New functions included:

• Support for PTP v2 (optional DXD/PTP)

• Support for GPS receiver (optional DXD/GPS)

• Color Framing alignment and synchronization

• Mute on Unlock (BNC Outputs)

• Output monitoring


New set-up menus included:

• Menu 1.2: Sync Parameters

• Menu 3. 9: Mute on Unlock

• Menus 7: Time

• Menus 8: Time Code (DXD/LTC option required for menus 8.2 & 8.3)


New display pages included:

• Time & Date - Main rotation

• Times - Status mode

• Network Adresses - Status mode

• Installed Options - Status mode (Unit Information page)


Note that the following is NOT INCLUDED in this release:

• Web Page GUI - Remote Control


For complete descriptions and instructions, please refer to the new DXD-8 manuals.


For more information, contact: 	 plus24

	 8974 Kramerwood Place - Los Angeles CA 90034 - USA

	 Tel: +1 323/845-1171

	 Web: www.plus24.net - Email: info@plus24.net

BRAINSTORM ELECTRONICS INC.
Sync Solutions for Recording, Post, Broadcast and Live applications

Release Notes for DXD-16
February 2019

DXD-16 - Firmware version 1.06

We are pleased to announce the release of the DXD-16 along with firmware version 1.06

The DXD-16 is a precision multiformat reference generator. It can generate a whole range of references either 
locked to it’s internal crystal or to a large selection of external references. The 16 universal outputs can be 
configured for any of the supported formats: WC, Vid Sync, AES or 10 MHz, making the DXD-16 extremely 
versatile.

A future firmware update will bring PTP to the DXD-16. With this powerful feature, the DXD-16 will fit in a 
hybrid system either as a Grandmaster or as a PTP slave. PTP will be available in April 2019

Be sure to register your units at www.brainstormtime.com. This will give you access to the ‘DOWNLOAD’ 
SDJH�IRU�IXWXUH�ÀUPZDUH�XSGDWHV�

FEATURES TO BE IMPLEMENTED IN UPCOMING UPDATES.

�� 5HPRWH�FRQWURO��WKH�(WKHUQHW�SRUW�LV�FXUUHQWO\�XVHG�IRU�XSGDWLQJ�WKH�';'����ILUPZDUH�RQO\��VHH�8VHU·V�
0DQXDO�SDJH���������8SFRPLQJ�UHYLVLRQV�ZLOO�DGG�IXQFWLRQV�WR�WKH�ZHE�SDJH�VXFK�DV�PRQLWRULQJ�WKH�';'����
or changing its parameters from any computer on the network.

�� $QDO\]HU
�� *36�RSWLRQ�FDUG�VXSSRUW
�� '%����FRQQHFWRU�VXSSRUW
�� 373

8SGDWHV�DUH�DYDLODEOH�IUHH�RI�FKDUJH�WR�DOO�UHJLVWHUHG�XVHUV�

NEW In Version 1.06

�� 3UHVHWV��QHZ�PHQX����VHH�RZQHU·V�PDQXDO�SDJH����

�� )URQW�3DQHO�/RFNRXW��QHZ�PHQX������VHH�RZQHU·V�PDQXDO�SDJH����

�� $ODUP�2XW��,Q�WKLV�ILUPZDUH��SLQ���RI�WKH����SLQ�'�FRQQHFWRU�LV�HQDEOHG��VHH�RZQHU·V�PDQXDO�SDJHV����	������
1RWH�WKDW�WKLV�SLQ�DVVLJQPHQW�LV�WHPSRUDU\��)XWXUH�ILUPZDUH�XSGDWHV�ZLOO�LPSOHPHQW�WKH�IXOO�'%����FRQQHFWRU�
and revert to the pin assignment described in Appendix E of the owner’s manual.

For more information, contact: plus24
�����.UDPHUZRRG�3ODFH�����/RV�$QJHOHV��&$�����������86$
7HO�����������������
)D[�����������������
:HE��ZZZ�SOXV���QHW���(PDLO��LQIR#SOXV���QHW

IMPORTANT NOTE

Updating to firmware 2.00 must be done via the UPLOADER MODE


(reboot unit while holding the [DOWN] and the [SET UP] keys).


