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The LTC option  enables the DXD Universal Clock  to generate 2 separate 
streams of time code (LTC) simultaneously. 

The DXD/LTC firmware supports all standard formats and rates as defined in 
SMPTE 12M specification

DUAL TIME CODE GENERATOR 

The DXD/LTC includes 2 separate time code generators. Each can be set 
for any rate and format and either of the 2 operating modes.  

TIME-OF-DAY TIME CODE 

With TOD being an integral part of PTP, the DXD can generate TOD time 
code, expressed in Local Time, at any format. 

RUN/STOP/CUE TIME CODE 

The DXD/LTC also includes a mode to generate LTC like a traditional 
Run/Stop/Cue generator locked to the selected reference. 

SMPTE 2059-2 

The  DXD/LTC supports Daily Time Jam per SMPTE 2059.. 

SMPTE 2059-2 "Synchronization Metadata" Management Messages are 
transmitted on any PTP port where the SMPTE ST2059 Profile has been 
enabled. 

DXD-8 & DXD-16 

The DXD/LTC option is available for the DXD-16 and the DXD-8. With the 
option installed, time code can be sent to any of the BNC output groups.  

Additionally, the DXD-16 has 2 dedicated 
balanced outputs, one for each of the time 
code generators, on the DB-25 connector.


